
Electric Cooker 

Sole Agency：Araytron Technology Limited 

Unit 5B, 5/F, Block C, Hong Kong Industrial Centre Block C, No. 489-491, Castle Peak Road, Lai Chi Kok, Kowloon 

Telephone：2397 3066 Email：info@garwoods.com.hk 

Fax：2397 3055 Website：www.garwoods.com.hk 

*All pictures shown are for illustration purpose only. Actual product may vary. 

Learn More

EC-2022 700mm 2 in 1 Electrical Cooker 

Design 。High quality ceramic glass top 。High quality German EGO radiant heating elements

Features 。Stylish sensor touch control 。Cooker timer 

。Slim Finishing 

。Duel-function electrical cooker (Induction & Infrared) 

。Half-Bridge Power Research Solution 

。Apply for all kinds of flat bottom cookware (Infrared cooking zone) 

Safety Function 。Safety lock 。2-hours not in use auto shut-down 

。Cookware sensor (Induction zone) 。Overheat prevention (Induction zone) 

。Residual heat indicator (Infrared zone) 。Auto-temperature adjustment (Infrared zone) 

Specification 

Total Power Output： 2800W 

Cooking Zone Max. Power Output： 2200W (Induction cooking zone) 1800W (Infrared cooking zone) 

Product Dimension (W x D x H)： 590 x 360 x 65 mm 

Cut Out Dimension (W x D)： 570 x 340 mm 

(Note: Height should be more than 100mm) 

Cut out dimensions(unit/mm)(W) 570 x (D) 340 x (H) 100 



電能煮⾷爐 

總代理： 千中科技有限公司 
九龍長沙灣青山道 489 – 491 香港⼯業中心 C 座 5 樓 5B 室 
電話：2397 3066 Email：info@garwoods.com.hk 

傳真：2397 3055 Website：www.garwoods.com.hk *圖片只供参考，㇐切以實物為準。

EC-2022 590 毫米雙頭 2 合 1 電能煮⾷爐 

設計 。優質耐熱陶瓷玻璃面板 。德國 EGO 發熱爐盤 

特點 。輕觸式感應操控 。纖巧機身設計 

。預校時間功能 。適合任何平底鍋具（電陶烹煮區） 

。電磁+ 電陶㇐機兩用

。Half-Bridge Power Research Solution (半橋火力精研方案) （電磁烹煮區） 

安全功能 。安全鎖 。2 小時靜止操作 

。鍋具檢知功能（電磁烹煮區） 。過熱保護裝置（電磁烹煮區） 

。餘溫警告提示（電陶烹煮區） 。自動調溫功能（電陶烹煮區） 

技術資料 

總火力輸出： 2800 瓦 

煮⾷區最高火力輸出： 2200 瓦（電陶烹煮區） 1800 瓦（電陶烹煮區） 

產品尺寸(闊 x 深 x 高)： 590 x 360 x 65 亳米 

開孔尺寸(闊 x 深)： 570 x 340 亳米 

（注意：高度距離枱面需超過 100mm）。

開孔尺吋(單位/mm)：(闊) 570 x (深) 340 x (高) 100 


