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Sole Agency：Araytron Technology Limited  

Unit 5B, 5/F, Block C, Hong Kong Industrial Centre Block C, No. 489-491, Castle Peak Road, Lai Chi Kok, Kowloon 

Tel：2397 3066  Email：info@garwoods.com.hk  

Fax：2397 3055 Website：www.garwoods.com.hk *All pictures shown are for illustration purpose only. Actual product may vary. 
 

 

    

 

 

 

 
Learn More 

 

 

  HT-50900S 900mm Chimney Hood  

 

Designs ⚫ Stainless Steel Finishing ⚫ LED Lighting 

Features ⚫ Stylish Black Glass Panel with Touch Control ⚫ Delay Off Function 

 ⚫ Full Sealed Motor ⚫ 3 Speed Levels 

 
⚫ Easy to Clean Detachable Metal Grease Filter and Oil Cup  

Technical Information   

Max. Air Flow Rate (m3/hr): ⚫ 1000  

Tube Connection Diameter: ⚫ 150mm  

Rated Power: ⚫ 13A  

Product Dimension (W x D x H): ⚫ 900 x 500 x *550 – 1030mm (*With Telescopic Pipe Cover)  

Installation Method: ⚫ Free Stand  

 

 

 

 

 

  



 

抽油煙機 
 

總代理： 千中科技有限公司  

九龍長沙灣青山道 489 – 491 香港工業中心 C 座 5 樓 5B 室  

電話：2397 3066 電郵：info@garwoods.com.hk  

傳真：2397 3055 網址：www.garwoods.com.hk *圖片只供参考，一切以實物為準 
 

 

    

 

 

 

 

 

  

 

  HT-50900S 900   
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